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#1#& Dimensions
AR Shape EBR Square
R Material EN AW 6882 T6

EE Main Tubes 58 x 3mm Cross Pipe ( +%%)
20 x2mm

= 6.8 kg/m
1m=23.28 ft

EBLH Square
EN AW 6882 T6

1.97 x 8.12 in Cross Pipe ( +=i)
B8.79%x0.88in

= 4.04 Ibs/ft

BIE Braces

EE Weight
1inch = 25.4 mm

1 Ibs= 0.453kg

250mm
9.84"
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ALLOWABLE LOADING
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Disginblmggllyoad RERCECIIOH Po?:‘:lt;ead BELLCECTION load tst:i':glgoints load f::ﬂ?r:epoints [ET| ?ilflt]t?I:oints
m Ibs/ft | |
1 3.3 381.8 256.9 1 0.04 381.8 842.6 1 0.04 190.9 421.3 126.9 280.1 95.4 210.6 6
2 6.6 189.8 127.7 8 0.12 379.7 837.9 5} 0.12 189.8 419.0 125.9 277.8 94.9 209.5 12
3 9.8 125.9 84.7 8 0.32 346.4 764.5 6 0.24 188.8 416.6 124.8 275.4 94.4 208.3 18
4 13.1 93.9 63.2 14 0.55 258.0 569.3 1 0.43 187.7 414.3 123.8 273.1 93.9 207.2 24
5 16.4 74.7 50.2 22 0.87 204.5 451.3 17 067 1563.4 338.5 102.2 225.6 84.9 187.3 30
6 19.7 56.2 37.8 31 1.22 168.5 371.8 25 0.98 126.4 278.9 84.2 185.9 69.9 154.3 36
7 23.0 40.7 27.4 43 1.69 142.5 314.4 34 1.34 106.8 235.8 71.2 157.2 59.1 130.5 42
8 26.2 30.7 20.6 56 2.20 122.7 270.8 45 1.77 92.0 203.1 61.3 135.4 50.9 112.4 48
9 29.5 23.8 16.0 71 2.79 107.1 236.3 57 2.24 80.3 177.2 53.5 118.1 44 .4 98.1 54
10 | 32.8 18.9 12.7 87 3.43 94 .4 208.3 70 2.76 710.8 156.2 47.2 104.1 39.2 86.4 60
1 36.1 15.2 10.2 106 417 83.8 184.9 85 3.35 62.8 138.7 41.9 92.5 34.8 76.7 66
12 39.4 12.5 8.4 126 4.96 74.8 165.1 101 3.98 56.1 128.8 37.4 82.5 31.0 68.5 72.

1inch=254mm 1m=3.28ft 11bs=0.453kg
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¢ Loading figures only valid for static loads and spans with two supporting points.

¢ Spans must be supported at each end.

* |f dynamic loads or wind loads areinvolved, or more supporting points are applied. contact Trinity Customer Service for details.

» Loading figures are based on BS 7985-2/ANSI E1.2-20886/CWA 15982-2 . GB/T5237 . The loading data should multiply 8.8 for Safety factor
consideration.

¢ The self-weight of the trusses has already been takeninto account.
« Suitable for trusses with design height of 258mm, Main tubing ® 58 * 3mm. brace tubing ® 28 * 2mm.

¢ Special attention to structure over 28m. if multiple sections combined to make up the total length: Additional Reflection 18 to 15%deflection
should be allowed. the allowable loading unchanged.




