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#11& Dimensions
4K Shape $H Ladder

B8R Ladder

# R Material EN AW 6882 T6 EN AW 6882 T6
EE Main Tubes 58 x3mm 1.97 x8.12in
BIE Braces 25x2mm B8.98x0.88in

= 3.2 kg/m
1m=3.28 ft

EE Weight =1.45 Ibs/ft

1inch = 25.4 mm

11bs=0.453kg
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ALLOWABLE LOADING
FEHSmRaEkuDL TEE AR RECPL TEE SREQGHTPL | MERESAHEQPL | ARPRARHEFPL
Distributed Load | PEFLECTION po?re,:tr:ad DEFLECTION | |04 third points |load fcf:::?r:epoints load ?ilfrt‘t?I:oints
m Ibs/ft inch
2 | 66 | 615 4543 | 12 | 0047 | 1440 | 31788 | 08 | 0035 | 730 | 16115 | 485 | 10706 | 403 | se9e 6.4
4 | 131 | 344 2315 | 34 | 0134 | 1123 | 24790 | 32 | 0126 | e98 | 15408 | 456 | 10066 | 370 | si6s8 12.8
6 19.7 288 193.8 7.2 0.283 767 1693.2 6.6 0.260 568 1253.9 432 953.6 320 706.4 19.2
8 |262 | 142 056 | "8 | o4es | 556 | 12274 00 | 0300 | 418 | 9227 332 | 7320 | 264 | se28 | 256
10 | 328 | 865 582 | 980 | go1a | 440 | o713 156 | 0614 | 326 | 71956 242 | 5342 | 208 | s033 | 320
12 | 304 | 602 405 jzz 0878 | 358 | 7903 201 | 0791 | 264 | 5828 183 | 4040 | 148 | 3267 | 384
14 | 459 | 446 300 ] 1594 | 287 | 6336 | 354 | 1304 | 215 | 4746 143 3157 | 120 | 2649 | 448
16 | 525 | 323 217 &3 | 2001 | 238 | 5254 | 469 | 1846 | 176 | 3885 121 267.1 98 | 2163 | 512
18 59.0 24.1 16.2 66.2 2.606 200 4415 60.3 2.374 154 340.0 104 229.6 85 187.6 57.6
20 65.6 19.4 131 78.6 3.094 179 395.1 721 2.839 132 291.4 90 198.7 73 161.1 64.0

1inch=254mm 1m=3.28ft 11bs=0.453kg
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* Loading figures only valid for static loads and spans with two supporting points.
¢ Spans must be supported at each end.
e |f dynamic loads or wind loads are involved. or more supporting points are applied. contact Trinity Customer Service for details.

« Loading figures are based on BS 7985-2/ANSI E1.2-2886/CWA 15982-2 , GB/T5237 . The loading data should multiply 8.8 for Safety factor
consideration.

* The self-weight of the trusses has already been takeninto account.
* Suitable for trusses with design height of 389mm, Main tubing ® 58 * 3mm, brace tubing ® 25 * 2mm.

* Special attention to structure over 28m, if multiple sections combined to make up the total length: Additional Reflection 18 to 15%deflection
should be allowed. the allowable loading unchanged.




