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#t& Dimensions
AR Shape %5 Rectangular
& Material EN AW 6882 T6
EE Main Tubes 80 x 88 mm square tubing(751&)
BIE Braces 608 x 68 mm square tubing(7518)
EE Weight =57 kg/m

1inch=254mm 1m=3.28ft 11bs=0.453kg

%8 Rectangular
EN AW 6882 T6
3.15x3.15in square tubing
2.36 x 2.36in square tubing
= 25.8 Ibs/ft
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ALLOWABLE LOADING
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m Ibs/ft inch kg Ibs kg | Ibs Ibs

2 6.6 14000 94223 1.8 0.071 32500 71743.9 2.0 0.079 17000 37527.6 11650 25717.4 9320 20574.0 114
4 13.1 8000 5384.2 3.2 0.126 16000 35320.1 3.9 0.154 9000 19867.5 7260 16026.5 5800 12803.5 228
6 19.7 4500 3028.6 41 0.161 14800 326711 5.2 0.205 8250 18211.9 6850 15121.4 5560 | 12273.7 342
8 26.2 2920 1965.2 6.5 0.256 12000 26490.1 7.6 0.299 7800 17218.5 6360 14039.7 5120 | 113024 456
10 32.8 1750 1177.8 8.9 0.350 10250 22626.9 9.2 0.362 6980 15408.4 5630 12428.3 4620 10198.7 570
12 39.4 1140 767.2 11.8 0.465 8300 18322.3 12.5 0.492 5200 11479.0 4320 9536.4 3450 7615.9 684
14 45.9 930 625.9 14.2 0.559 7750 17108.2 16.3 0.642 4200 9271.5 3520 7770.4 2750 6070.6 798
16 52.5 675 454.3 17.5 0.689 5200 11479.0 18.6 0.732 2940 6490.1 2410 5320.1 1930 4260.5 912
18 59.0 440 296.1 213 0.839 4600 10154.5 23.6 0.929 2690 5938.2 2200 4856.5 1750 3863.1 1026
20 65.6 350 235.6 24.6 0.969 3450 7615.9 25.8 1.016 2460 5430.5 1685 3719.6 1560 3443.7 1140
22 722 275 185.1 27.9 1.098 3020 6666.7 29.2 1.150 2200 4856.5 1472 3249.4 1220 2693.2 1254
24 | 787 223 150.1 30.2 1.189 2650 5849.9 325 1.280 1960 4326.7 1320 2913.9 1054 2326.7 1368
26 | 853 185 124.5 36.0 1.417 2320 5121.4 38.4 1.512 1750 3863.1 1168 2578.4 967 2134.7 1482
28 | 91.8 152 102.3 38.5 1.516 2100 4635.8 40.1 1.579 1540 3399.6 1038 2291.4 868 1916.1 1596
30 98.4 124 83.5 42.6 1.677 1875 4139.1 46.2 1.819 1405 3101.5 936 2066.2 778 1717.4 1710
32 |105.0 105 70.7 48.6 1.913 1655 3653.4 51.2 2.016 1250 2759.4 845 1865.3 706 1558.5 1824
34 |111.5 90 60.6 50.3 1.980 1502 3315.7 52.6 2.071 1128 2490.1 755 1666.7 630 1390.7 1938
36 |118.1 76 51.1 53.6 2.110 1348 2975.7 55.9 2.201 1002 2211.9 670 1479.0 565 1247.2 2052
38 |124.6 62 41.7 55.8 2.197 1185 2615.9 58.1 2.287 895 1975.7 595 1313.5 500 1103.8 2166
40 [131.2 52 35.0 59.7 2.350 1060 2340.0 63.2 2.488 780 1721.9 520 1147.9 438 966.9 2280

1inch=254mm 1m=3.28ft 11bs=0.453kg
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¢ Loading figures only valid for static loads and spans with two supporting points .
* Spans must be supported at each end.
¢ |f dynamic loads or wind loads are involved, or more supporting points are applied. contact Trinity Customer Service for details.

« Loading figures are based on BS 7985-2/ANSI E1.2-2886/CWA 15982-2 . GB/T5237 . The loading data should multiply 8.8 for Safety factor
consideration.

¢ The self-weight of the trusses has already been takeninto account.
« Suitable for trusses with design height of 76@mm, Main tubing 88 * 88mm, square tubing ® 68 * 6Bmm.

¢ Special attention to structure over 28m. if multiple sections combined to make up the total length: Additional Reflection 18 to 15%deflection
should be allowed. the allowable loading unchanged.




